
HFD Compressor/Distractor
Dial mechanism helps allow precise control of inserted wires—
for maintaining a position, compressing or distracting

Radiolucent arms

MADE
IN THE USA
PROUDLYPRODUCT NO’S:

SMALL

1834  [Small – All Stainless Steel]
 Dimensions: 51 mm x 57 mm
 Maximum Arm Opening: 1.35" (3,4 cm)
1834-R  [Small With Radiolucent Arms]
 Dimensions: 51 mm x 57 mm
 Maximum Arm Opening: 1.35" (3,4 cm)

LARGE

1836  [Large – All Stainless Steel]
 Overall Length: 4" (10,2 cm)
 Maximum Arm Opening: 2.25" (5,7 cm)
1836-R  [Large With Radiolucent Arms]
 Overall Length: 4" (10,2 cm)
 Maximum Arm Opening: 2.25" (5,7 cm)

SMALL

LARGE

 A .125" (3,2 mm) pin can be used in the holes of the thumbwheel for leverage 
 Small: Two hole sizes allow for pin size selection: .045" (1,1 mm) & .062" (1,6 mm)
 Large: Two hole sizes allow for pin size selection: .062" (1,6 mm) & .125" (3,2 mm)
 Radiolucent arms are a PEEK/Carbon Fiber composite
 All models are steam sterilizable

Radiolucent arms

FREE TRIAL ON MOST INSTRUMENTS
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